
PRODUCT DATA SHEET Part No.NTPC6EXXYYSL

 StandardElectrical performance guaranteed to meet or exceed ANSI/TIA‑568.2‑D Category 6 and ISO/EIC specifications.PoE Compliance꞉ Supports IEEE 802.3f/ 802.3at /802.3bt at  PoE++ applications.   10GBASE‑T Ethernet  Independently tested and verified  UL and (ETL).Ideal for Data center architectural requirements.Stranded cable for maximum flexibility.Available with different plug mold.Available with different color of cable and different length.

Nominal Transmission CharacteristicsRes. Length Prop.Delay DelaySkew Freq. InsertionLoss NEXT RL ACR‑N ACR‑F PS NEXT PSACR‑N PSACR‑FΩ Max. n s n si 100m 555 50 1 3 65.0 19.0 62.0 63.3 62.0 59.0 60.3481016202531.2562.5100200250

45.76.38910.111.416.521.331.535.9

63.058.256.653.251.650.048.443.439.934.833.1

19.019.019.018.017.517.016.514.012.09.08.0

59.052.550.245.242.639.937.026.918.63.3‑2.8

51.245.243.339.237.235.333.427.317.215.323.3

60.555.654.050.649.047.345.740.637.131.930.2

56.549.947.742.639.937.234.324.115.80.3‑5.8

48.242.240.336.234.232.330.424.320.314.212.3

Conductor Conductor    Stranded Bare Copper 28AWG HDPEInsulation  PVC or LSZHTotal number of insulated conductors  8, twisted in 4 pairsColor code 
NoneIndividual pair shield Overall shield Drain wire 

White‑Blue/Blue,White‑Orange/OrangeWhite‑Green/Green,White‑Brown/Brown
NoneNone

®Engineerpro  U/UTP unshielded twisted 4 pairs category 6E slim patch cord 28AWG

Special orders available upon request.

Order information  (Part Number)NTPC6E_ _ _ _SL 
0105153398 

02071750
 

03102566
Jacket ColorBU            GY                    RDBK WH            GN YLOR

Low Voltage Products & Fiber Optic itrotelManufacturing 

ConductorInsulationJacket28 AWG BC*4P

3.6+0.15mm
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