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#10-32 Tapped EIA
mounting holes Plexiglas door shown 

with optional solid door
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“Spare” 
1 RMU 
mounting 
tabs 
shown 
extended

Key lock 
for front 
door

Torx drive security screws

Fan Assembly 
Optional single 75 CFM fan

Security Torx
Two torx bits secure the 
main body to back panel

“Spare” RMU
1 RMU tab on back panel for 

19" equipment installation

 
 

Part No. RMU H" W" D" Usable Depth" Max. Rail Spacing" Door Airflow

7 15 22 18 17 N/A Plexi Fan not included

7 15 22 18 17 N/A Solid Fan not included

7 15 22 18 17 N/A Plexi Fan Included

7 15 22 18 17 N/A Solid Fan Included

NTFWCXU450-US

NTFWCXU450-US

NTFWCXU450-US

NTFWCXU450-US

PRODUCT DATA SHEET

Part No.

NTFWCXU450-US

  15WM, Wall Mount: Ideal For Small Av Applications

 

                

 

 

 
 

 

Low Voltage Products & Fiber Optic
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FEATURES

• One pair of #10-32 tapped mounting rails (depth   

   adjustable), 100 lb. weight capacity

• A security bit separates the body from the back 

  panel for easy one-person installation

• “Spare” 1 RMU tab on back panel allows power 

  strip mounting without taking up rail space

• Color: Black

• Standards: UL2416, RoHS II

PROUDLY

MADE IN THE USA


	Page 1

